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Important Installation/Design Notes 
 

1. This manual does NOT cover every possible installation scenario.  

2. Structural Concepts is not responsible for incorrect designs / installations. 

3. Contact Technical Support with design or installation questions. 
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Important Note:  
 

See Operating Manual             
P/N 20-24002 For 

Additional Information 
Including Cabinetry 

Millwork Guide, Guide For 
Units Flush To Wall, Etc. 

--- Case Front --- 

“V” 
(REQUIRED COUNTER OPENING FOR  

FRONT ACCESS CASE  
AND CONDENSER PACKAGE) 

“U” 

(CUTOUT FOR UPPER OPEN AREA) 

14 5/8” REMOVABLE 
FRONT PANEL (FOR 

CONDENSATE        
PACKAGE ACCESS)  

4.25 MIN. FROM FLOOR 

 

 

 

 

 

 

--- Case Rear --- 

4.09* 

.75* 

CASE REAR VIEW IS SHOWN WITHOUT REAR 
SPACER (STANDARD) OR CHIMNEY (OPTIONAL). 

 “W” 

 

 

 

 

 

(REQUIRED COUNTER OPENING FOR  
FRONT ACCESS CASE  

AND CONDENSER PACKAGE) 

* Note: A 6-foot power cord exits display 
through lower rear panel. Refer to 
model’s spec. sheet for electrical 
requirements & plug configuration. 

MODEL 
MINIMUM U 
DIMENSION  

MINIMUM V 
DIMENSION 

C033R-UC 34” 36 1/2” ± .12” 

C043R-UC 45” 47 1/2” ± .12” 

C053R-UC 57” 59 1/2” ± .12” 

C063R-UC 69” 71 1/2” ± .12” 

CO3324R-UC 34” 36 1/2” ± .12” 

CO4324R-UC 45” 47 1/2” ± .12” 

CO5324R-UC 57” 59 1/2” ± .12” 

CO6324R-UC 69” 71 1/2” ± .12” 

MODEL 
MINIMUM W   
DIMENSION 

C033R-UC 36 1/2” ± .12” 

C043R-UC 47 1/2” ± .12” 

C053R-UC 59 1/2” ± .12” 

C063R-UC 71 1/2” ± .12” 

CO3324R-UC 36 1/2” ± .12” 

CO4324R-UC 47 1/2” ± .12” 

CO5324R-UC 59 1/2” ± .12” 

CO6324R-UC 71 1/2” ± .12” 

--- Case Top --- 

 

TO FRONT OF DISPLAY; 
NOT INCLUDING THE 

WALL & WITH COUNTER 
EXTENDED IN FRONT OF 

TOP BOARD 1/16” 

MODEL 
MINIMUM X 
DIMENSION  

CO33R-UC 34” 

CO43R-UC 45” 

CO53R-UC 57” 

CO63R-UC 69” 

CO3324R-UC 34” 

CO4324R-UC 45” 

CO5324R-UC 57” 

CO6324R-UC 69” 

3.00 MINIMUM 
OPENING  
ABOVE 
TOE-KICK 

MODEL X DIMENSION  

CO33R-UC 36.25” 

CO43R-UC 47.25” 

CO53R-UC 59.25” 

CO63R-UC 71.25” 

CO3324R-UC 36.25” 

CO4324R-UC 47.25” 

CO5324R-UC 59.25” 

CO6324R-UC 71.25” 

--- Side Section With Dimensions --- 

MODEL H I J K L 

COX3R–UC 34 13/16” 32 5/16” 14 1/4” 23 1/16” 29 1/16” 

COXX24R-UC 26 3/8” 24 1/8” 14 1/4” 15 5/8” 20 3/4” 

--- Model COX3R-UC Side Section Layout / Underside Of Counter Top --- 

AIR EXHAUST (IF NO SPACER OR CHIMNEY PRESENT). 
NOTE: SPACERS MAY BE REMOVED ONLY IF                                      
ACCOMMODATIONS FOR VENTILATION THROUGH  
REAR OF MILLWORK IS REQUIRED. 
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SPACER / STANDARD 
CHIMNEY (OPTIONAL) 
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IMPORTANT! COUNTERTOP MUST 
NOT BE ATTACHED TO CASE. 

I 

L (TO TOE-KICK) 

AIR EXHAUST 
(IF UNIT HAS 

CHIMNEY) 

AIR INTAKE 

CONDENSER PACKAGE TO BE 
ACCESSED AT FRONT OF CASE 

TO REAR OF SPACER (STANDARD) 

OR REAR OF CHIMNEY (OPTIONAL) 

H 

J 
NOTE: IF UNIT HAS CHIMNEY, COUNTERTOP 
MUST HAVE CUTOUT FOR AIR EXHAUST. 

--- Model COXX24R-UC Side Section Layout / Underside Of Top Counter --- 
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L (TO TOE-KICK) 
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AIR EXHAUST (IF UNIT HAS CHIMNEY) 

AIR 
INTAKE 

SPACER / STANDARD CHIMNEY (OPTIONAL) 

CONDENSER PACKAGE TO BE 
ACCESSED AT FRONT OF CASE 

H 

K 

J 

IMPORTANT! COUNTERTOP 
MUST NOT BE ATTACHED 
TO CASE. 

NOTE: IF UNIT HAS CHIMNEY,   
COUNTERTOP MUST HAVE  
CUTOUT FOR AIR EXHAUST. 

--- Case Underside --- 

TO REAR OF SPACER STANDARD) 

OR REAR OF CHIMNEY (OPTIONAL) 

Internal Note:  
 

Any Revisions To This 
Document Must Also  

Be Made To Operating 
Manual P/N 20-24002. 

AIR EXHAUST (IF NO SPACER OR CHIMNEY PRESENT). 
NOTE: SPACERS MAY BE REMOVED ONLY IF                                      
ACCOMMODATIONS FOR VENTILATION THROUGH  
REAR OF MILLWORK IS REQUIRED. 


