
SAFETY FEATURE:
All Salvajor Controls include an operator safety feature

that prevents automatic starting of the disposer
after a power interruption.

ALL SALVAJOR CONTROLS ARE:

MSS  NON-REVERSING
 1-PHASE
 115V, 208V, 230V
 3-PHASE
 208V, 230V, 460V
 For use in small to medium kitchens,
 vegetable prep areas, pot sink and
 soiled dish tables.

SPECIFICATIONS:
l NEMA 4 Stainless Steel
 Corrosion-Resistant Enclosure
l Magnetic Contactor
l START/STOP Push Buttons
l Terminal Strip Connections

ACCESSORIES:
l Safety Line Disconnect (LD)
l P - Mounted Solenoid Valve
 and Flow Control
l PP - Mounted Solenoid
 Valve, Flow Control and
 Pressure Switch
l #980104 - Mounting Bracket

MRSS  MANUAL REVERSING
 1-PHASE
 115V, 208V, 230V
 3-PHASE
 208V, 230V, 460V
 For use in small to medium kitchens,
 vegetable prep areas, pot sink and
 soiled dish tables.

SPECIFICATIONS:
l NEMA 4 Stainless Steel
 Corrosion-Resistant Enclosure
l Manual Reversing
 Magnetic Contactors
l START/STOP Push Buttons
l Forward/Reverse Switch

ACCESSORIES:
l Safety Line Disconnect (LD)
l P - Mounted Solenoid Valve
 and Flow Control
l PP - Mounted Solenoid
 Valve, Flow Control and
 Pressure Switch
l #980104 Mounting Bracket

ARSS-2  AUTOMATIC REVERSING
 1-PHASE
 115V, 208V, 230V
 3-PHASE
 208V, 230V, 460V
 For use in medium to large kitchens,
 all prep areas and soiled dish tables.

SPECIFICATIONS:
l NEMA 4 Stainless Steel
 Watertight Enclosure
l 24 Volt Safety Circuitry
l Automatic Reversing
 Magnetic Contactors
l Terminal Strip Connections
l START/STOP Push Buttons

ACCESSORIES:
l P - Mounted Solenoid Valve
 and Flow Control
l PP - Mounted Solenoid
 Valve, Flow Control and
 Pressure Switch
l #980105 Mounting Bracket

ARSS  AUTOMATIC REVERSING
 1-PHASE
 115V, 208V, 230V
 3-PHASE
 208V, 230V, 460V
 For use in medium to large kitchens,
 all prep areas and soiled dish tables.

SPECIFICATIONS:
l NEMA 4 Stainless Steel
 Watertight Enclosure
l Solid State Control Circuit
l 24 Volt Safety Circuitry
l 20 Second Drain Flush
l Automatic Reversing
 Magnetic Contactors
l Terminal Strip Connections
l START/STOP Push Buttons
l Energy/Water-Saving Mode
l 3 Second Reversing Safety Delay
l User Adjustable Run Time
l LCD Status Readout
l Operator Sensor Capable

ACCESSORIES:
l Safety Line Disconnect (LD)
l P - Mounted Solenoid Valve
 and Flow Control
l PP - Mounted Solenoid
 Valve, Flow Control and
 Pressure Switch
l #980105 Mounting Bracket
l #980609 Operator Sensor
 Includes Low Flow Solenoid Valve

Product configurations protected 
by U.S. Pat. No. 7,815,134 when 
used with sensor

Pre-Wired Control Panels
For Food Waste Disposer Models 100 - 200 - 300 - 500



11 9⁄16”
(29.37)

10 3⁄16”
(25.88)

14 1⁄8”
(35.88)

13”
(33.02)

6”
(15.24)

5⁄8”(1.59)

3⁄8” HOLES
(0.95)

½”(1.27)

# 980105 Optional
Mounting Bracket 

u SPECIFY EXACT OPERATING VOLTAGE u

DIMENSIONS

(PP)
(P)

Cone or Sink

Vacuum
Breaker Solenoid Valve

with Flow Control

Electrical
Supply

Electrical
Supply

Cold Water
Supply Line

Optional:
Globe Valve

Control
Panel
with

Optional
(P) or (PP)

Control
Panel

Typical Installation of a Salvajor Disposer with:
MSS, MRSS, ARSS-2 or ARSS Control

# 980104 Optional
Mounting Bracket 

7 3⁄8”
(18.73)

9 3⁄8”
(23.81)

9 7⁄8”
(25.08)

5 3⁄8”
(13.64)

10 ½”
(26.67)

5”
(12.62)

3 13⁄16”
(9.68)

7 3⁄8”
(18.73)

9 3⁄8”
(23.81)

9 7⁄8”
(25.08)

6 3⁄8”
(16.11)

10 ½”
(26.67)

5”
(12.62)

3 13⁄16”
(9.68)

10 ½”
(26.67)

5 7⁄16”
(13.76)

6 9⁄16”
(16.61)

9 ¼”
(23.43)

10 ¼”
(25.97)

3 11⁄16”
(9.37)

9 7⁄8”
(25.08)

10 ½”
(26.67)

5 7⁄16”
(13.76)

6 11⁄16”
(17.06)

9 ¼”
(23.43)

10 ¼”
(25.97)

3 11⁄16”
(9.37)

9 7⁄8”
(25.08)12 3⁄8”

(31.43)

12 3⁄8”
(31.43)

13 5⁄8”
(34.61)

7”
(17.85)

6 5⁄8”
(16.83)

13”
(33.02)

10 3⁄16”
(25.86)

NOTE: Dimensions in parenthesis 
are in centimeters

See individual Control Panel 
Specification sheets for complete 

Details and Dimensions.
(Specifications subject to change 

without notice)
Current specification details may be 
found online at www.salvajor.com

115 1 MSS4
208-230 1 MSS5
208-230 3 MSS7

460 3 MSS9

115 1 MSSLD4
208-230 1 MSSLD5
208-230 3 MSSLD7

460 3 MSSLD9

115 1 MRSS4
208-230 1 MRSS5
208-230 3 MRSS7

460 3 MRSS9

115 1 MRSSLD4
208-230 1 MRSSLD5
208-230 3 MRSSLD7

460 3 MRSSLD9

115 1 ARSS4
208-230 1 ARSS5
208-230 3 ARSS7

460 3 ARSS9

115 1 ARSSLD4
208-230 1 ARSSLD5
208-230 3 ARSSLD7

460 3 ARSSLD9

MSS

MSS-LD

MRSS

MRSS-LD

ARSS

115 1 ARSS24
208-230 1 ARSS25
208-230 3 ARSS27

460 3 ARSS29

ARSS-2

ARSS-LD

CONTROL MODEL VOLTS PHASE ITEM NO.

ITEM NUMBERS FOR ORDERING

9 7⁄8”
(25.08)

2 ¾”
(6.99)

Slots
3⁄8” x 1”
(.95 x
2.54)

5⁄8”
(1.59)

8”
(20.32)

5”
(12.70)

5”
(12.70)

11”
(27.94)

4”
(10.16)

12 3⁄8”
(31.43)

12 3⁄8”
(31.43)

13 5⁄8”
(34.61)

7”
(17.85)

6 5⁄8”
(16.83)

13”
(33.02)

10 3⁄16”
(25.86)

13 5⁄8”
(34.61)

8”
(20.32)

6 5⁄8”
(16.83)

12 3⁄8”
(31.43)

12 3⁄8”
(31.43)

13”
(33.02)

10 3⁄16”
(25.86)
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