
MDN-B1A/S1A
Self-Contained, Medium Temperature 
Display with Environmentally-Friendly 
R-290 Refrigerant

Item No. ________

• End cap narrow footprint
• 120V plug-n-play design for fast deployment
• Environmentally-friendly R-290 natural 

refrigerant
• Clear end panels provide increased visibility of 

product
• Designed for NSF Type II ambient conditions 

(80°F / 55% RH)
• Black or stainless steel exterior and interior 

colors 
• 3' and 4' Lengths

OPTIONS
• Energy saving night curtain 

Hussmann Corporation
12999 St. Charles Rock Rd. 
Bridgeton, MO 63044-2483
Ph: 800.592.2060
www.hussmann.com

FOODSERVICE

AIA #________________



MDN-B1A/S1A
Self-Contained, Medium Temperature Display with R-290

We reserve the right to change or revise specifications and product design in connection with any feature of our products.
Such changes do not entitle the buyer to corresponding changes, improvements, additions, or replacements for equipment previously sold or 
shipped. For additional resources, contact your representative or visit www.hussmann.com. 
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Model Shelves L D H Discharge 
Air Ref. Volts Run 

Amps Noise Cord
Length Weight

MDN3575B1A/S1A 5 35
(889)

27 3/4
(704)

33 3/4
(857)

25° to 27°
(-4 to -3) R290 120

60/1

16

74.1db 118
(3000)

492
(224)

MDN4775B1A/S1A 5 47
(1193)

27 3/4
(704)

45 1/2
(1156) 24 592

(269)

12999 St. Charles Rock Rd. 
Bridgeton, MO 63044-2483
Ph: 800.592.2060
www.hussmann.com

MDN3575B1A/S1A 

MDN4775B1A/S1A

AIA #__________________

21 1/4
(540)

48 1/2
(1232)

6 3/4
(171)

53
(1346)

25 5/8
(651)

76 3/8
(1940)

26 7/8
(683)

12 1/2
(318)

12
(305)

2 In. (51 mm)
Required Air Gap on Rear

2 In. (51 mm)
Required Air Gap
on Top
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NEMA Plug
L5-30P 30A / 120V

For more detailed 
information
scan or click 

above.

https://www.hussmann.com/ns/Technical-Documents/PN_9FQ6P1100800_DS_MDN-B1A_S1A_EN.pdf

