
Features

Air Curtain Refrigerator 

Temperature Control
Vertical and horizontal 

air flow maintains interior 
temperature below 41°F with 
door open for up to 2 hours*
* Depending on temperature of food, 

ambient temperature and humidity rate

High Pan Capacity
tray slides accommodate 

(15) 18" x 26" or  
(30) 14" x 18" trays or  

sheet pans

Swing Door
Door swings out 270° to 
the right or left for easy, 

convenient access

DOE 2017 Compliant
Reduced energy 

consumption yields more 
savings

Safe, Cold Food Even With 
The Door Open

Keep food chilled up to 41°F up to two hours, 
door open with Dinex new air curtain refrigerators 
Accommodates 15 full‑size or 30 half‑size cold 
food trays in your pod or line tray assembly!



For more information contact your local Dinex representative
©2020 Dinex  |  Oklahoma City, OK 73131  |  www.dinex.com  |  800.654.8210

Horizontal and vertical air 
screen maintains cabinet 
interior temperature

Stainless steel door has 
270° swing; door is field 
reversible, right or left hand 
open

Ideal for patient tray 
assembly lines, the versatile 
air curtain offers easy, 
reach‑in access to prepared 
and portioned foods 
while the refrigerator door 
remains open

Item Description Capacity Pack

Air Curtain Refrigerator – Voltage: 120/60/1/ Condensing Unit Voltage 115/60/1

DXPACR15R Air Curtain Refrigerator, Stainless Steel Door – Right Hinged 15 Slides 1 ea

DXPACR15L Air Curtain Refrigerator, Stainless Steel Door – Left Hinged 15 Slides 1 ea

Highly efficient refrigeration 
system provides faster pull 
down and recovery times

5" rolling casters facilitate 
easy movement, positioning 
and locking into place

Corner bumpers reduce 
impact damage on both the 
unit and walls

Temperature display and 
controls


